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All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

For ordering information, see next page

location: 
DAMPsemi-flush mount ceiling

REV 10/14

Tamburo 16v2 ceiling shown in gliTTer sTone (4008gl)

SPECIFICATIONS:
DESCRIPTION
semi-flush mounted ceiling luminaires, featuring handcrafted glass.  “near ceiling” 
design creates soft ceiling glow.

LAMPING
Standard: 3x60W A19 120V incandescent, suitable for dimming,   
not included. 
CFL: standard 4-Pin cfl with non-dimming electronic ballast. 120V, 
lamp not included.  
GU24 CFL: self-ballasted gu24 lampholders. 26W max, 120V, 
lamp not included.  
LED: 10W gu24 leD lamp 120V, dimmable, included. 

DIFFUSER 
handcrafted glass diffuser is available in various decors. 15.75” Dia. x 8” h  

CONSTRUCTION
canopy (5” dia.) is plated stamped steel. canopy and glass retainer  
hardware are available in either Bronze or satin nickel finish.

MOUNTING
installs directly to a 4” octagonal outlet box, centered on fixture.  
90°c supply wire required for incandescent lamping. 

LABELS
ul or etl listed. suitable for Damp locations (interior use only).
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Project Information:

ORDERING:

FIxTurE - GLass OpTIONs - Lamp OpTIONs - mETaL FINIsh - OpTIONs
1Km 1 Lt. Flat 4008Ch Cherry (blank) 3x 60W A19 Incan Br Bronze LW Low Wattage

4008Kr Chalk I3 3x 26W TBX 120V sN Satin Nickel labeling
4008OK Oak r3 3x 26W TBX 277V
4008TN Titan Gu24 3x 26W GU24
400800 Clear Stone LED 3x 10W LED 120V,
4008Cs Stone Copper Foil dimmable
4008GL Glitter Stone
4008Gs Stone Gold Foil
4008sF Silver Foil
4008ss Stone Silver Foil

E x .  1 K M - 4 0 0 8 O K- S N
3  L t .  F l a t  C e i l i n g  w /  O a k  G l a s s , 
S a t i n  N i c k e l  F i n i s h

LED 120V PENDANTS:

• Internal driver integrated in the lamp, GU24 base

• Total power of only 10 watts

• Dimmable with a standard dimmer

• Rated life: 30,000 hours

• Frosted acrylic diffuser

• 800 lumens

• CCT: 2800° Kelvin

• CRI: 80+

semi-flush mount ceiling
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