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 ASSEMBLY INSTRUCTION MODEL #610-GA

You will need 8 -Candelabra Base Bulb 

40 Watts Recommended  60 Watts Max.

 USE LED BULBS FOR EXTENDED USE

A=

B=

C=

D=

Bead Sets

A.57 Sets. 
   (6)20mm + (2)18mm + (2)16mm 
   + (1)14mm + (2)12mm
B.33 Sets.
   (5)20mm + (2)18mm + (1)16mm 
   + (2)14mm + (1)12mm + 
   (2)10mm
C.15 Sets.
   (6)16mm
D.1 Set.
   (6)16mm + (1)40mm 

37.4"

1.Feed wires through top stem, fixture 
   loop, chain, collar loop and canopy.
2.Attach the top stem onto the light 
   cluster.
3.Attach the bottom stem assembly 
   onto the light cluster.
4.There are three pieces of decorative 
   chain. Each one will have one end 
   attach to a hook on the top stem and 
   the second end of chain attaches to 
   the hook within the inside of the band 
   ring.
5.Insert recommended bulb (not 
   included).
6.Dress the bead strands as illustrated.



 PART NUMBER   MODEL #610-GA
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A. (1) - Mounting Hardware
B. (1) - Canopy(W5.12",H0.98") #XRE608GACAN5IN
C. (1) - Collar Ring
D. (1) - Collar Loop
E. (2) - Quick Link
F. (1) - Hanging Chain(72",4mm) #XRE608GACHA4MM
G. (1) - Fixture Loop
H. (1) - Top Stem(15.55",12.5mm)
I. (3) - Decorative Chain(each18.5",2.5mm) #XRE610GADECCHA18.5IN
J. (1) - Top Band Ring
K. (1) - Light Cluster
L. (1) - Middle Band Ring
M. (1) - Bottom Stem(4.72",9.3mm)
N. (1) - Bottom Band Ring
O. (1) - Finial #XRE610GAFIN
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