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JOB INFORMATION

Type: Date:

Job Name:

Cat. No.:

Lamp(s):

Specifier:

Contractor:

Notes:

FOCUS INDUSTRIES INC. www.focusindustries.com
25301 COMMERCENTRE DRIVE sales@focusindustries.com
LAKE FOREST, CA 92630 (949) 830-1350 • FAX (949) 830-3390
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Height of fixture from floor: 7 ft. (2.1m) Height of fixture from floor: 8 ft. (2.4m)
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lIGHT DISTRIBUTIONS AND PHOTOMETRICS

SPECIFICATIONS

CONSTRUCTION:  Spun aluminum, brass or copper canister; -AB models have matching 
aluminum, brass or copper adjustable aiming bracket

lENS:  None

lAMP SUPPlIED:  50w ALR18 FL(25°); 4000 hours average rating (50w max)

lAMP OPTIONS:  50w ALR18 SP(10°); 4000 hours average rating (50w max)

SOCKET:  Double contact bayonet base (Ba15d), both with 200°C silicone lead wires

WIRING:  Black 3 foot 18/2 zip cord from base of fixture (12v only) 
For 25 foot 16/2 fixture lead wire add -25F to catalog number.

CONNECTION:  FA-05 Quick Connector (not supplied) from fixture to main cable 
(12/2, 10/2 or 8/2 only) 

MOUNTING:  -AB models have surface mount aiming bracket and hardware  

FINISH:  Aluminum - Black texture polyester powder coat. Optional finishes available  
Brass and Copper - Unfinished. Optional finishes available

ORDERING INFORMATION
CATAlOG NO. DESCRIPTION  lAMP SHIP  WEIGHT

Sl-10-AlR18-BlT Spun Aluminum Down Light 50w ALR18 FL(25°) 1.0 lbs. 

Sl-10-AlR18-BRS Spun Brass Down Light 50w ALR18 FL(25°) 1.0 lbs.

Sl-10-AlR18-COP Spun Copper Down Light 50w ALR18 FL(25°) 1.0 lbs.

Sl-10-AB-AlR18-BlT Spun Aluminum Down Light with 50w ALR18 FL(25°) 1.0 lbs.
 Aiming Bracket 

Sl-10-AB-AlR18-BRS Spun Brass Down Light with 50w ALR18 FL(25°) 1.0 lbs.
 Aiming Bracket

Sl-10-AB-AlR18-COP Spun Copper Down Light with 50w ALR18 FL(25°) 1.0 lbs. 
 Aiming Bracket
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