
NEW 12-VOLT WEDGE BASE AND BI-PIN LED LAMPS

00T5-LED
•  REPLACEMENT FOR 912, 918 AND 921 LAMPS

•  3000K COLOR TEMPERATURE 82.1 CRI

•  180 LUMENS

•  2.5 WATTS

•  19MM DIA. X 42.1MM HGT.

00T3-LED
•  REPLACEMENT FOR BI-PIN HALOGEN LAMPS

•  3000K COLOR TEMPERATURE 82.5 CRI

•  140 LUMENS

•  2.16 WATTS

•  19MM DIA. X 31.5MM HGT.

•   UNIQUE SOLID ALUMINUM HEAT SINK  

    PROVIDES EXCELLENT HEAT DISSIPATION  

    FOR THERMAL MANAGEMENT 

•   BUILT IN DRIVER, WILL OPERATE  

    10-14 VOLT AC/DC 

•   35,000 HOUR LAMP LIFE (IES LM-80) 

•   3000K COLOR TEMPERATURE AND 80+ CRI  

    COLOR REPRESENTATION

•   OMNI-DIRECTIONAL LIGHT FOR TRUE  

    360 LIGHT OUTPUT, EXCELLENT FOR USE  

    IN PATH/AREA TYPE FIXTURES

•   75% ENERGY SAVINGS OVER STANDARD  

    INCANDESCENT OR HALOGEN LAMPS

•   4 YEAR WARRANTY 

NOT FOR USE WITH ELECTRONIC LOW VOLTAGE TRANSFORMERS
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