
PRODUCT DETAILS:

Suitable for use in wet (interior direct splash and outdoor direct rain or
sprinkler) locations as defined by NEC and CEC. Meets United States
UL Underwriters Laboratories & CSA Canadian Standards Association
Product Safety Standards
Fixture is ADA compliant and adheres to the standards and guidelines
listed by the Americans with Disabilities Act.
5 year manufacture defect warranty
3 year warranty on electrical wiring and accessories.
LED integrated components carry a 10-year limited warranty
Warm rich light bronze tone

TAPER STEP 12V
1565BZ
TAPER STEP 12V WIDE HORIZONTAL

 

DETAILS

FINISH: Bronze

MATERIAL: Cast Aluminum

GLASS: Etched

DIMENSIONS

WIDTH: 8"

HEIGHT: 3.3"

WEIGHT: 0.7 lbs.

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

LED NAME: TP25

WATTAGE: 2.50w LED *Included

VOLTAGE: 12v

COLOR TEMP: 2700.0000k

LUMENS: 300

CRI: 90

INCANDESCENT
EQUIVALENCY:

1-25w

DIMMABLE: Yes- MLV

MOUNTING

LEAD WIRE: 60"

SHIPPING

CARTON LENGTH: 10.3"

CARTON WIDTH: 3.3"

CARTON HEIGHT: 5.8"

CARTON WEIGHT: 0.9 lbs.
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HINKLEY LIGHTING, INC.
33000 Pin Oak Parkway
Avon Lake, OH 44012

PHONE: (440) 653-5500
Toll Free: 1 (800) 446-5539

hinkleylighting.com
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