
PRODUCT DETAILS:

Suitable for use in dry (indoor) locations as defined by NEC and CEC. Meets United States UL
Underwriters Laboratories & CSA Canadian Standards Association Product Safety Standards
Merging the best of traditional and modern elements, with a sophisticated and streamlined
silhouette perfect for any space
Striking black finish enhances design

BAXLEY
42033BX
MEDIUM SEMI-FLUSH MOUNT
A versatile semi-flush mount collection, Baxley
features a prominent crossbar frame that
complements various design styles. The cased opal
glass adds a striking shine against the Black Oxide
finish.
 

DETAILS

FINISH: Black Oxide

MATERIAL: Steel

GLASS: Cased Opal

DIMENSIONS

WIDTH: 15.3"

HEIGHT: 10.3"

WEIGHT: 8.8lb

LIGHT SOURCE

LIGHT SOURCE: LED Lamp

WATTAGE: 3-5w Cand. LED, 60w
Equiv.

VOLTAGE: 120v

MOUNTING

CANOPY: 5.5" Dia.

SHIPPING

CARTON LENGTH: 17.7

CARTON WIDTH: 17.7

CARTON HEIGHT: 12.8

CARTON WEIGHT: 11
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HINKLEY
33000 Pin Oak Parkway
Avon Lake, OH 44012

PHONE: (440) 653-5500
Toll Free: 1 (800) 446-5539

hinkley.com
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