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AC7" shade 
one 25T10 Bulb 

Quality Features
8' Brown 
Cord

White Enamel 
Reflector Installation 

Bracket

Easy Access 
Switch on Shade

Frosted 25W Bulb 
IncludedShade Swivels to 

Direct Light

Removable 
Plug

Designed to be permanently  
installed on surfaces up to 2" thick.

LECTERn LIghT

L10
one 40T10F or 60T10 bulb

  BL-10-AB   
 FInISh: Antique Brass
 hEIghT: gooseneck Adjusts 

 from 0" to 8 ½"
 BASE: Adjustable clip   

Up to 2 ½" Wide
 BULB: One 40T10 or 60T10 
 SWITCh:  On Shade
 ShADE: 10"
 CORD: 10' Brown

  BL-10-PB   
 FInISh: Polished Brass
 hEIghT: gooseneck 

Adjusts from  
0" to 8 ½"

 BASE: Adjustable clip  
Up to 2 ½" Wide

 BULB: One 40T10 or 
60T10 

 SWITCh:  On Shade
 ShADE: 10"
 CORD: 10' Brown

CABInET LIghT

BED LAmPS

Shade Length and 
Bulb Location

  L10-61
 FInISh: Polished Brass
 hEIghT: 7" 

1¾" Between Arms
 SWITCh:  On Shade
 ShADE: 10"
 CORD: 10' Brown with 

Snap-On Plug 
Included

AC7-61

Shade Length and 
Bulb Location

TM

Finishes
Polished Brass #61
Antique Brass #71








