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(8W) WS850-WH / WS850-BK 
  

DESCRIPTION  SPECIFICATIONS 
   
With Soho tradition meets chic.  It has the look of a woodturning 
style body but it is made of modern polymer with a high gloss finish. 
The half lamp body construction allows it to have a minimum profile 
and protrude only 3-3/8 inches off a wall. The white lamp body and 
finial comes with a white opaque hardback shade with a silver 
interior lining. The black lamp body and finial comes with a black 
opaque hardback shade with a gold interior lining.  
Its aluminum backplate acts as a heatsink to ensure a long life span 
of it state of the art JESCO AC LED. 
 

 Description Soho LED Wall Fixture 

Input Voltage 120 VAC 

Wattage 
 

WS850 (8W) 
 

Dimming Incandescent/Triac & ELV 

CCT 2700K 3000K 

LED Lumens 977.22 866.87 

LED Efficacy 121.4 105.5 

Model WS850- WH BK WH BK 

Delivered Lumens 346.40 308.22 385.29 355.99 

Delivered Efficacy 43 38.3 45.6 42.2 

CRI 90 CRI 

Lamp Life 50,000 hours 

Dimensions 
 

WS 850-WH, BK (6-3/4”W 20-1/8”H 3-3/8”D) 
 

Environment Indoor-Dry 

Certifications ETL Listed 

Warranty 
5 Years – see published warranty terms for detailed 
information. 

 

FEATURES 

 

 Unique JESCO AC LEDs eliminates need for driver 

 Long life – Over 16 years if used 8 hours per day 

 Dimmable using standard dimmer 

 Instant on – no warm up required 

 Emitted light produces no heat, IR or UV 

 Eco Friendly – No mercury or hazardous material 

 Simple installation 

 ADA compliant for wall applications 

   

ORDERING INFORMATION 

 

MODEL – FINISH – CCT / CRI   

WS850 –  –    

WS850  WH (White)  2790 : 2700K 90CRI  

  BK (Black)  3090 : 3000K 90CRI  

     

     

      

Example:WS850-WH-3090 
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