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DATE: TYPE:

NAME:

PROJECT:

Incandescent

P3709-30
Bulkheads

One-Light Bulkhead 7-7/8” Flush Mount. Robust bulkheads are a 
general-purpose luminaire. Comprised of a die-cast aluminum frame 
and glass diffuser. Fixtures are impact resistant and offer various 
mounting options and can be widely adopted for indoor and outdoor 
applications. White finish.

• White finish.
• Die-cast aluminum construction
• Clear glass lens
• Can be wall or ceiling mounted
• For indoor or outdoor use.

Category: Close-to-Ceiling

Finish: White (painted)

Construction: Die-cast aluminum Construction

Glass/Shade: Etched Ribbed glass lens

MOUNTING ELECTRICAL LAMPING ADDITIONAL INFORMATION

Ceiling mounted

Mounting strap for outlet box 
included

Unit covers a standard 4” 
octagonal recessed outlet box

7.8125” W., 1.4375” ht., 
7.8125” depth

Pre-wired

6” of wire supplied

120 V

Quantity:

One 60w max. Medium Base

E26 base ceramic socket

cCSAus Wet location listed

1 year warranty

Width: 7-7/8”
Height: 7-7/8”
Depth: 4-1/8”
H/CTR: 4”
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