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IMPULSE – model: LED820
LEDme® Track Luminaire

FEATURES

• Meets 2013 California Title 24 Efficiency
• Smooth and continuous ELV dimming
• Free of projected heat and UV radiation
• ANSI Compliant Warm/Neutral LED Bins for a finer color consistency
• 360° horizontal rotation and 180° vertical aiming
• 60,000 hour rated life
• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: Die-cast aluminum body with steel yoke  
and clear lens.

Driver: Input: 120VAC/60Hz, 700mA current. High power factor >0.9.  
Max Load: 23W

Light Source: 20W LUXEON S Multi-chip LED.  
See fixture performance chart for total power consumption.

Dimming: To 10% with electronic low voltage (ELV) dimmer.

Finish: Powder coat paint. Black (BK), Dark Bronze (DB), White (WT).

Standards: ETL and cETL Listed.

– LED820 – –
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PRODUCT DESCRIPTION

Robustly engineered, this 20W high output Impulse is thermally efficient and offers architectural lighting options with framing projector and barn-door 
accessories. Spot and flood beam spreads and two color temperatures make this an all-in-one choice for lighting. 

For use with WAC Lighting's 120V Track system and compatible with other manufacturer’s track (consult factory for specific brands).

ORDER NUMBER

System Model # Beam Spread Color Temp Finish

L
H
J

L Track
H Track
J Track

LED820 S
F

20°
40°

927 
27 
9W 
WW 
35
CW

2700K (90 CRI) 
2700K 
3000K (90 CRI) 
3000K 
3500K
4000K

BK
DB
WT

Black
Dark Bronze
White

FIXTURE PERFORMANCE

Model # Beam Color Temp Watts Lumens Efficacy CBCP CRI

LED820S-927 20° 2700K 23W 975 42 Lm/W 4372 90
LED820F-927 40° 2700K 23W 925 40 Lm/W 2039 90

LED820S-27 20° 2700K 23W 1260 55 Lm/W 5716 85
LED820F-27 40° 2700K 23W 1210 53 Lm/W 2597 85

LED820S-9W 20° 3000K 23W 1005 44 Lm/W 4501 90
LED820F-9W 40° 3000K 23W 995 43 Lm/W 2181 90

LED820S-WW 20° 3000K 23W 1390 60 Lm/W 6335 85
LED820F-WW 40° 3000K 23W 1315 57 Lm/W 2851 85

LED820S-35 20° 3500K 23W 1175 51 Lm/W 5184 85
LED820F-35 40° 3500K 23W 1160 50 Lm/W 2553 85

LED820S-CW 20° 4000K 23W 1365 59 Lm/W 2977 85
LED820F-CW 40° 4000K 23W 1355 59 Lm/W 6048 85

ACCESSORIES

Framing Projector
Barn Door

008FP
801BD

BK
DB
WT

Black
Dark Bronze
White

REPLACEMENT MODULE
BXRC-27G1000 2700K (90 CRI)
BXRC-27E1000 2700K
BXRC-30G1000 3000K (90 CRI)
BXRC-30E1000 3000K
BXRC-35E1000 3500K
BXRC-40E1000 4000K

INTERCHANGEABLE BEAM REFLECTORS
RF-S 20°
RF-F 40°
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IMPULSE – model: LED820S
Photometrics

20° Beam Angle - 2700K (85 CRI)

 20° Beam Angle - 4500K 20° Beam Angle - 3500K

20° Beam Angle - 3000K (85 CRI)

20° Beam Angle - 2700K (90 CRI) 20° Beam Angle - 3000K (90 CRI)

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: LED820-27E-S A032114

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14030029-5

PROTECTION ANGLE:

Test:U:120.0V I:0.2077A P:23.07W PF:0.9259  Lamp Flux:1260.37x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 54.62 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





LED 2700K Bridgelux

24

120

1260.37

1

120.0

5716

100.0

1260.4

DIRECT

0.0

100.0

0.36

0.35

0.0,50.4

0.0,49.5

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.471m [K=1.0000]Operators:Alice
Test Date:2014-03-21 Remarks: Driver:WAC LD-700MA12-DIM

Page 1 Of 11

数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, 
ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, 
c=CN 
日期：2014.03.21 09:28:45 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: LED820-30E-S A032114

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14030029-7

PROTECTION ANGLE:

Test:U:120.0V I:0.2073A P:23.04W PF:0.9259  Lamp Flux:1387.94x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 60.25 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





LED 3000K Bridgelux

24

120

1387.94

1

120.0

6335

100.0

1387.9

DIRECT

0.0

100.0

0.35

0.34

0.0,48.4

0.0,51.5

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.471m [K=1.0000]Operators:Alice
Test Date:2014-03-21 Remarks: Driver:WAC LD-700MA12-DIM

Page 1 Of 11

数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, c=CN 
日期：2014.03.21 11:50:28 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820S-27 B011514

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-1

PROTECTION ANGLE:

Test:U:120.0V I:0.2035A P:22.62W PF:0.9264  Lamp Flux:974.17x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 43.07 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 27G1000B 2700K

24

120

974.17

1

120.0

4372

100.0

974.17

DIRECT

0.0

100.0

0.34

0.32

0.0,46.0

0.0,54.0

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-15 Remarks: Driver:WAC LD-700MA23TD
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, 
ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, 
c=CN 
日期：2014.01.15 20:41:56 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820S-30 B011614

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-7

PROTECTION ANGLE:

Test:U:120.1V I:0.2035A P:22.62W PF:0.9260  Lamp Flux:1006.55x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 44.49 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 30G1000B 3000K

22

120

1006.55

1

120.0

4501

100.0

1006.6

DIRECT

0.0

100.0

0.32

0.35

0.0,49.5

0.0,50.4

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-16 Remarks: Driver:WAC LD-700MA23TD
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, 
ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, 
c=CN 
日期：2014.01.16 11:03:26 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820S-WW B011614

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-6

PROTECTION ANGLE:

Test:U:120.0V I:0.2062A P:22.97W PF:0.9271  Lamp Flux:1160.41x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 50.52 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 35E1000B 3500K

22

120

1160.41

1

120.0

5184

100.0

1160.4

DIRECT

0.0

100.0

0.36

0.25

0.0,37.3

0.0,62.7

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-16 Remarks: Driver:WAC LD-700MA23TD

Page 1 Of 11

数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, 
c=CN 
日期：2014.01.16 10:22:42 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820S-CW B011514

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-3

PROTECTION ANGLE:

Test:U:120.0V I:0.2064A P:22.98W PF:0.9275  Lamp Flux:1353.3x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 58.90 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 40E1000B 4000K

24

120

1353.3

1

120.0

6048

100.0

1353.3

DIRECT

0.0

100.0

0.33

0.31

0.0,46.0

0.0,53.9

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-15 Remarks: Driver:WAC LD-700MA23TD
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, 
ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, 
c=CN 
日期：2014.01.15 20:13:13 +08'00'
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WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program.   JuL 2014

IMPULSE – model: LED820F
Photometrics

40° Beam Angle - 2700K (85 CRI)

 40° Beam Angle - 4500K 40° Beam Angle - 3500K

40° Beam Angle - 3000K (85 CRI)

40° Beam Angle - 2700K (90 CRI) 40° Beam Angle - 3000K (90 CRI)

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: LED820-27E-F A032114

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14030029-6

PROTECTION ANGLE:

Test:U:120.0V I:0.2071A P:22.99W PF:0.9250  Lamp Flux:1210.22x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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0.7800

DATA OF LAMP PHOTOMETRIC DATA Eff: 52.64 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





LED 2700K Bridgelux

24

120

1210.22

1

120.0

2594

100.0

1210.2

DIRECT

0.0

100.0

0.66

0.65

0.0,50.7

0.0,49.3

0.50

0.70

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.471m [K=1.0000]Operators:Alice
Test Date:2014-03-21 Remarks: Driver:WAC LD-700MA12-DIM
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, 
ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.C
N, c=CN 
日期：2014.03.21 09:50:10 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: LED820-30E-F A032514

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14030029-8

PROTECTION ANGLE:

Test:U:120.0V I:0.2070A P:23.02W PF:0.9262  Lamp Flux:1314.16x1 lm
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AVERAGE BEAM ANGLE(50%):39.5 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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0.8600

DATA OF LAMP PHOTOMETRIC DATA Eff: 57.09 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





LED 3000K Bridgelux

24

120

1314.16

1

120.0

2851

100.0

1314.2

DIRECT

0.0

100.0

0.62

0.64

0.0,49.9

0.0,50.1

0.50

0.70

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.471m [K=1.0000]Operators:Alice
Test Date:2014-03-25 Remarks: Driver:WAC LD-700MA12-DIM
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  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820F-27 B011514

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-2

PROTECTION ANGLE:

Test:U:120.0V I:0.2029A P:22.53W PF:0.9258  Lamp Flux:925.791x1 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,39.9deg
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AVERAGE BEAM ANGLE(50%):39.5 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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1.50
0.9600
0.7700
0.5700

DATA OF LAMP PHOTOMETRIC DATA Eff: 41.09 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 27G1000B 2700K

22

120

925.791

1

120.0

2039

100.0

925.79

DIRECT

0.0

100.0

0.66

0.51

0.0,37.5

0.0,62.5

0.50

0.70

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-15 Remarks: Driver:WAC LD-700MA23TD
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, c=CN 
日期：2014.01.15 20:40:11 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820F-30 B011614

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-8

PROTECTION ANGLE:

Test:U:120.1V I:0.2033A P:22.60W PF:0.9258  Lamp Flux:994.532x1 lm
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UNIT:cd
C0/180,39.5deg
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AVERAGE BEAM ANGLE(50%):39.4 DEG

0

500

1000

1500

2000

2500
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0.8700
0.6500

DATA OF LAMP PHOTOMETRIC DATA Eff: 44.01 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 30G1000B 3000K

22

120

994.532

1

120.1

2181

100.0

994.53

DIRECT

0.0

100.0

0.62

0.63

0.0,48.7

0.0,51.3

0.50

0.70

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-16 Remarks: Driver:WAC LD-700MA23TD
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.CN, c=CN 
日期：2014.01.16 11:17:41 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820F-WW B011614

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-5

PROTECTION ANGLE:

Test:U:120.1V I:0.2065A P:23.00W PF:0.9275  Lamp Flux:1174.32x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 51.06 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 35E1000B 3500K

24

120

1174.32

1

120.1

2553

100.0

1174.3

DIRECT

0.0

100.0

0.62

0.60

0.0,45.8

0.0,54.2

0.50

0.70

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-16 Remarks: Driver:WAC LD-700MA23TD
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, 
ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.
CN, c=CN 
日期：2014.01.16 10:07:30 +08'00'

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: H-LED820F-CW B011514

DIM.:

MFR.: WAC Lighting

TYPE:

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C14010016-4

PROTECTION ANGLE:

Test:U:120.0V I:0.2062A P:22.98W PF:0.9275  Lamp Flux:1365.99x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 59.44 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux 40E1000B 4000K

24

120

1365.99

1

120.0

2977

100.0

1366.0

DIRECT

0.0

100.0

0.61

0.63

0.0,48.6

0.0,51.4

0.50

0.70

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2014-01-16 Remarks: Driver:WAC LD-700MA23TD
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数字签名者：Alice.Xiao 
DN：cn=Alice.Xiao, o=WAC LIGHTING, 
ou=LAB, 
email=Alice.xiao@WACLIGHTING.COM.
CN, c=CN 
日期：2014.01.16 09:04:11 +08'00'


