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PRODUCT DESCRIPTION

The Charge 8010 track luminaire o� ers superior light output in a small, 
unobtrusive design. Developed for residential spaces and lower-mounted 
commerical applications. 

FEATURES

• Suitable H, L, or J track
• Also available as a 4ft track pack kit
• 350° horizontal and 90° vertical aiming
• 50,000 hour rated life
• 5 year warranty

CHARGE LED Track
H/L/J- 8010

SPECIFICATIONS

Construction: Die-cast aluminum with frosted TIR lens

Input: 120V

Power: 11W

Dimming: 100% - 10% ELV, 100% - 5% TRIAC

Harmonic Distortion (THD): <20%

Operating Temperature: -20°C (-4°F) to 40°C (104°F)

Standards: Title 24 JA8-2016 Compliant; Energy Star® rated; Damp location listed;

                        ETL listed; ADA compliant

ORDERING NUMBER

System Model Beam Max Lumens Max CBCP Color Temp CRI Finish
       

H
L
J

H Track
L Track

J/J2 Track
8010 45° 850 1196 30 3000K 90 BK

WT
Black
White

Track Pack includes
• 4ft H Track
• Floating Canopy
• Three 8010 Charge Track Heads

H H Track 8010/3 45° 850 x3 1196 x3 30 3000K 90 BK
WT

Black
White
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